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TECHNICAL SPECIFICATIONS

Tuning Automatic
Connector 11-pin male (86CP11)
Presence Time 1 min - infinity
Pulse Time Output 100 ms ar 500 ms
Power: Green
LED Indicators Loop Status 1: Red
Loop Status 2: Red
Frequency Range 20 kHz - 130 kHz
Frequency Steps EELT:LUL:;:‘Z {for each loog)
Sensitivity (AL71) 0.005% - 0.5%
Single Loop: 25 ms
Amackion T Double Loop: 50 ms feach channel)
Setup Time After G 2 s max by channel
oo prargn st 200
Power Frequency 48 - 62 Hz
Power Consumption <25W
Temperature Range -22 °F— 158 °F (-30 °C - 70°C)
Loop Insulation Transformer
Protections Di
iGas Discharge Clamping
Inductance Range ~ 20pH-10004H
Connection 8ECP11 {Standard 11-Fin Round)
2 (free potential change-over cantact)

230 VAC

Max. Contact Current 5 A (resistive)
Setup Time at Power On
MATRIXD/S 8 5 max by channel
MATRIXIIS 8 5 max by channel
MATRIX-35 1.6 5 max by channel
MATRIX-3D 2.2 s max by channel
RETTE: 1999 /5/EC
EMC: 89/ 336/ EEC
EMC: 89/ 336/ EE
Norm Conformance EMIC: 2004/ 108 /EC
FCC: 47 CFR 15
IC: RSS-210 1SSUE S
UL Listed equipment for UL S08
Degree of Protection IPan
Weight Toz
Dimensions 1.50n (W) % 3 in (H) = 3 in (D)
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RELATED PRODUCTS

APPLICATIONS

PARKING

INDUSTRIAL DOOR
VEHICLE DETECTION

110 - 120 VAC,

12 - 24 VAC/VDC, 110 - 120 VAC,
DUAL LOOP DUAL LOOP SINGLE
DETECTOR DETECTOR LOOP DETECTOR

12—24VAC:’VDC. 12 - 24 VAC/VDC, 12 -24 VAC/

SINGLE SINGLE LOOP VDC, DUAL LOOP
LOOP DETECTOR DETECTOR DETECTOR
11-PIN 12 OR 24 VDC 11-PIN
SOCKET BASED POWER SUPPLY HARNESS
DIN RAIL
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