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P»RESORTE TIPO FLEJE PARA CORTINA ENROLLABLE METALICA MARCA FIMA.

The Fima'Spring spring, compared to the traditional tempered spring, has the advantage of having
different chemico-physical characteristics due to the lower percent of carbon.

During the certification and the various tests carried out at the Istituto Giordano S.p.A. and our
laboratory, were compared the Fima'Spring spring and the traditional tempered one, simulating the

opening of the rolling shutter and measuring at regular intervals the exercised forces. Looking the graph,

we can consider that the forces are egual. _ e—
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Characteristics of Fima'Spring: -
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- Certificated for 15.000 cycles .
- Tested in our factory for 30.000 cycles 0 MEASURING RANGE oo 2000 2500
- Tenacius, able to work at low temperatures until -40° C Pp—————
- Without sudden and brittle fracture o FIMA'SPRING

- Constant force
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CcODIGO MODELO DESCRIPCION
FM-00001-00 | 70D5011 | RESORTE GALV EURO T-FLETE FIMA 50X1.1MM
FM-00002-00 | 70D5511 | RESORTE GALV EURO T-FLETE FIMA 55X1.1MM
FM-00003-00 | 70D6011 | RESORTE GALV EURO T-FLETE FIMA 60X1.1MM
FM-00004-00 | 70D6012 | RESORTE GALV EURO T-FLETE FIMA 60X1.2MM
FM-00005-00 | 70D6013 | RESORTE GALV EURO T-FLETE FIMA 60X1.3MM
FM-00006-00 | 70D6014 RESORTE GALV EURO T-FLETE FIMA 60X1.4MM
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